| 
Using Prescriptions for Variable-Rate 
Product Application with the Case IH 
AFS Pro 700 Task Controller (v28.13) 


INTRODUCTION 


The following steps are required for using a prescription on an AFS 
Pro 700 display with the control systems listed below. This guide 
is to be used as quick reference only. Please refer to the Operators 
Manual for specific information and procedures. 


ISOBUS-COMPLIANT APPLICATION CONTROL 
SYSTEMS (TC-GEO, TC-BAS, TC-SEC) 


Case IH Twin Row Planters 

Case IH Precision Air Carts 

Third-party (non-Case IH) ISOBUS compliant implements with 
compatible TC-GEO functionality 


REQUIREMENTS FOR USE: 


e AFS Pro 700 display operating an ISOBUS Application Control 
System that has been set-up and configured (i.e. correct 
implement widths, speed sources, etc) 
USB memory device (P/N — 84398840) 
Grower/Farm/Field Hierarchy and Prescription exported to the 
data card in ISOXML format (only one TASKDATA folder may 
exist on the USB device) 
e Data created using the correct product form 

(ex. Seeds per acre can only be used with the Product 

form of “Seed” — not Bulk Seed, Granular, etc.) 
e Application rate is properly identified per unit of measure 
(sds/acre vs. ksds/acre) 
Maximum number of prescriptions exported per field — 10 
Polygon/Vector Prescription - maximum number of polygons 
per prescription — 1,000 
e Grid/Raster Prescription - maximum number of rectangles 

in a field grid - 125,000 


INSTRUCTIONS FOR USE: 


Desktop Software Creation/Exporting 


1. Create the desired prescription(s) using a compatible desktop 
software program such as AFS Mapping and Records. 


2. Export the prescription(s) to a compatible USB stick 
(CNH part number 84398840). 
e A ‘TASKDATA’ folder is created on the data card 
e If Guidance lines or boundaries are required, a 
different (.cn1) folder will need to be exported in 
addition to the TASKDATA folder. 
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3. Insert the USB memory device into the AFS Pro 700 with the 
display powered OFF. Once the USB stick is inserted, then 
power up the display. 


4. 


INSTRUCTIONS FOR USE (contINuED) 


In the display, navigate to: 
Performance > TC > TC Task 


o> SoS 


Note: If the TC tab is not available, the task controller 
may either need to be activated (Toolbox > Activate) 
or enabled (Toolbox > TC). 


Create new or select the ‘TC Grower’, ‘TC Farm’, ‘TC Field’, 
and ‘TC Task’ that you will be working in. 


TC Grower 


|_| Case IH Farms 


___||Hempen Farm 

TC Field 
TC Task 

HEMPENS -Seed Prescri _— Start 

TC Resp. Worker ; a 


TC Imp! 


. Select Performance > TC > TC Impl 
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Select the ‘TC Implement’ to be used with this Task. 


TC Primary Imp! 
Case New Holland Air Cart 
TC Working Set Master Name 
A00880000BC24A04 
| TC Device Software Version 
2.4.9.0 
TC Device Serial Number 
150020 
~ TC Manufacturer — 
CNH Global N.V. 


- Speed (GPS) 
0.0 mph 


TC Industry Group 
Agriculture 


Back | re Task | TC Impl [ TC Map | TC PF | TC Data iz 


INSTRUCTIONS FOR USE (contiNueb) 


8. Select Performance > TC > TC Map 
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9. Select ‘TC Prescription’ and choose the appropriate 
Prescription. 


If none are available, check the export process from the 
desktop software. 


Speed (GPS) 


TC Prescripti 
‘= 0.0 mph scription 


: 

TC Prescription a 
Rx 18-46-0 - Ib/acre 

|}Rx Wheat - Ib/acre 


) Speed (GPS) 
0.0 mph 


TC Map Layer 2 
TC Prescription . 


Rx Wheat - Ib/acre 


TC Prescription 


Back | TC Task | TC Imp! | TC Map [ TC PF | TC Data 4 


INSTRUCTIONS FOR USE (contTINUED) 


10. Select Performance > TC > TC Task 
and press Start (or Resume) 


> => 
> Start | or Resume | 


11. Select Performance > TC > TC PF 
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Check all 
implement values 
(LH values are 

from the implement 
controller, RH 
values are editable 
and are in use). 


Run Screen/Operation 


12. Navigate to Back > Run 
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Back TC Task 
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13. Find the Run Screen with the As-Applied Map. 


The Prescription, 
Boundary, etc. 
should be visible 
on the map. Press 


any area of the map 


to cycle through 
the viewable layers. 
(i.e. coverage, 

fuel economy, 
as-applied). 


Speed (GPS) 
0.0 mph 
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Farm 
Hempen Farm 


Tank 1|Mass per area aci 


North Field 


Legend) Layer | 


Note: If the map is white and is only outlined, the map is 
likely be viewed in ‘Outline’ mode. This can be changed by 
pushing the ‘Layer’ button, selecting Rx Style and choosing 


the color option. 


INSTRUCTIONS FOR USE (contiNnueD) 


Run Screen/Operation (continued) 


14. 


15. 


16. 


17. 


Adjustments to the 
Legend and Layer 
may be needed to 
view the colored 
regions. 


To see all regions 

of the prescription, 
change the Legend of 
the prescription. 


Note: All pre-set rates 
of the prescription 

will be used by the 
software, even if 

the legend is not 
adjusted. 


Begin normal 
operation. 


Often the implement 
advises if it’s being 
controlled by a 
prescription during 
operation. 


AFS-8092-14 Replaces: None 
©2014 CNH Industrial America LLC. All rights reserved. Printed in U.S.A. 
Case IH is a trademark registered in the United States and many other 


countries, owned by or licensed to CNH Industrial N.V., its subsidiaries 


or affiliates. 


CNH Industrial America LLC reserves the right to make improvements 


Farm 
Hempen Farm 


|Field 
North Field 


Tank 1|Mass per area aci 


in design and changes in specifications at any time without notice 
and without incurring any obligation to install them on units previously 
sold. Specifications, descriptions and illustrative material herein are as 
accurate as known at time of publication, but are subject to change 
without notice. Availability of some models and equipment builds varies 
according to the country in which the equipment is used. 


Visit us on the web at www.caseih.com 


4 unetversity 


CASE Iii 


AGRICULTURE 


